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CNC
design: Lombardo design department p. 95Accessori - Accessories - Accessoires

å                                               Specif.                       Col. Vetro/Glass
1 LED - 500mA                                                                              

V LL107005oo180 lm - 2W - 4.8V                                CL.III d       
real Max output lm 148                                                                  

1 LED - 12/24 V                                                                             
V LL107011oo180 lm - 2W                                          CL.III d       

real Max output lm 148                                                                  

910 optic led colour
òS = 14° òN = (4000K)
òM = 29° ò3 = (3000K, lm -5%)
òL = 46° ò2 = (2700K, lm -5%)
òD = Diff. òB = (Blue)
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CNC35 Swing
IK 07 2J xx5 v Max 65°C C

IP 68 Tff- 1m

Versione orientabile. Picchetto non

incluso,possibile scelta di 3 differenti ottiche.

Temperatura massima rilevata sul vetro 65°C.

Swivel version. Stake not included, choice of 3 different

optics. Max. temperature measured on the glass 65°C.

Version orientable. Piquet non compris, choix possible

de 3 optiques différentes. Température relevée sur le

verre 65° C maxi.

ÇÜƒ B= 4

D - Diffused
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Photometric curves - CNC35 Swing - LL107005oo

å                                               Specif.                       Col. Vetro/Glass
1 LED - 500mA                                                                              

V LL107028o180 lm - 2W - 4.8V                                 CL.III d       
real Max output lm 148                                                                  

1 LED - 12/24 V                                                                             
V LL107029o180 lm - 2W                                          CL.III d       

real Max output lm 148                                                                  

910 led colour
òN = (4000K)
ò3 = (3000K, lm -5%)
ò2 = (2700K, lm -5%)
òB = (Blue)

ø 6

ø 1/4" 30

1 1/8"

58 2  
1/

4"

ø 26

1"

69
2 3/4"

CNC35 Swing Spot
IK 07 2J xx5 v Max 65°C C

IP 68 Tff- 1m

Versione orientabile antiabbagliamento.

Picchetto non incluso. Temperatura massima

rilevata sul vetro 65°C.

Adjustable anti-glare version. Stake not included.

Maximum temperature measured on the glass 65°C.

Version orientable antiéblouissement. Piquet non

compris. Température maximum relevée sur le verre

65°C

ÇÜƒ B= 4
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